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NATTONAL ADVISORY COMMITTEE FOR AERONAUTICS

- TECHNICAL MEMORANDUM NO. 1172

R . PRELIMINARY REPORT ON THE FUNDAMENTALS OF THE CONTROL OF
TURBINE-PROPELLER JETL POWER PLANTS*

By H. Kihl

SUMMARY

On the basis of the investigations so far completed on the
behavior of PTLL power plants under various operating conditions,
in which the Influence of the propeller characteristice is of con-
siderable importance, the most important adpects of a control
system for turbine-propeller jet power plants are deduced. A
simple possible means for its concrete realization, which is also
applicable to TL [NACA comment: TL, Jet] power plants, is pre-
gented by means of examples. A control device of this kind is
now being developed.

INTRODUCTION

The investigatlons of the control of turbine-propeller jet
power plants, which were carried out following the previous work
(references 1 to 3) on the control of gas-turbine power plants
for aircraft, are not yet completed; however, the results now
available allcow the essential outlines of a simple and adequate
control system for turbine-propeller jet power plants to be shown.
Because regulators for turbine-propeller jet power plants will be
needed in the imwediate future, this report will give the most
vractically important results obtained at the present stage of
the investigations.

Whereas in the jet power plant there is, aside from the fuel
supply, only one adjustable part, namely, the Jjet nozzle, to be
controlled, in the turbine-propeller Jjet power plant there are in

*"Vorldufiger Bericht Uber die Grundlagen der Regelung von
PTL-Triebwerken.”" Doutsche Luftfahrtforschung, Untersuchungen und
Mitteilungen Nr. 1272. Deutsche Versuchsanstalt £f. Luftfahrt, E. V.,
Inst. f. motorisches Arbeitsverfahren und Thermodynamik, Berlin-
Adlershof, ZwB, June 9, 1944,

1 NACA comment: . turbine-propeller Jet, PTL.
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the first instance two such adjustable parts, the propeller and the
jot nozzle. Only on the basis of experimental findings is it pos-
sible to answer the question of whether the alteration of the Jet-
nozzle cross section may be dispensed with in general or in particular
cases, Insofar as the setting of the jJet nozzle and of the variable-
pitch propeller is not fixed, there is added to the three arbltrarily
variable parameters associated with the Jet power plant the Mach

number Mao of the flight speed w, (Ma, = Wo/q/SKLRLToi &/éKLRLTo =
the velocity of sound in the atmosphere), the pressure ratio in the
compressor PZ/PI’ and the ratio of the temperature ahead of the

turbine to that of the atmosphere TS/To: a fourth arbitrarily
varisble parameter, that is, the division of power output between
Jjet nozzle and propeller.

I. INVESTIGATION OF TURBINE-PROPELLER JET POWER PLANT
IN OPTIMUM DIVISION OF PROPULSIVE
POWER BEIWEEN JET NOZZLE
AND PROPELLER |

For simplification of the very complicated relations involved
here, it is appropriate to consider first turbine~propeller Jet power
plants having that division of power output at which the gpecific fuel
consumption reaches its optimum value?., For this case it may easily
‘be shown® that the following equation applies to the velocity wg
of the gas emorging from the Jet nozzle:

@dz
Msp M5t -pol

Vg Yo

2Tnsofar as the gas flow through the turbine is unaffected by the
alteration of back pressure, the greatest thrust is also attained at
this same division of power output.

Ssee appendix for the derivation.
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or
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which is the "differential efficiency" of the propeller, that is,
the efficiency with which a change in the shaft power input to the
propeller is utilized. (Ses sketch.)
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i *

d Lt \ dn t-pol

“-*at-pol = E"i?"""/ = n*t~pol+ jd (In L*;_ 07)
t-pol n = constant - L-po

-1 = congtant

which is the differential efficiency of the turbine calculated from
the polytropic curve? and from the total (static and dynamic) pressure
ahead of and behind the turbine analogous to Msp*

Sy propeller thrust
Ny shaft power input to propeller (mks/sec not hp)
Yo
A= advance ratio of propeller
b
n speed, rpm
up tip speed of propeller
Sp
kg = —~———~——§—‘ thrust coefficient of propeller
p,20p" - .
&~ Uy
2 = 4
Np-w
kl = - power coefficient (= turning moment coefficient
D, %x k,) of propeller
£, 322 d
2 P 4
Np-v = Sp Vo propulsive power output of propeller
(mkg/sec not hp)
N.. k
n. = PV _ 5\ 2 efficiency of propeller
p air density

4By use of the polytropic curve any special consideration of the
recoverable heat of friction may be disregarded.
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NACA T™™ No. 1172 : 5
Dy : diameter of propeller
bLi . S e e e _.V,Lu,;\-r,fl,, .. Lo
n*t-pol = o turbine efficiency calculated from polytropic
t-pol. curve and from total pressure ahead of and

behind turbine
Lg . turbine power output per kilogram of gas

L*t-pol polytropic work of expansion in turbine
between total pressures ahead of and behind
turbine per kilogram of gas

If is constant

np or n*t-pol

ﬁap = np

or

* = n¥%
n &t ~pol n t-pol

In order to obtain an over-all view of the relations in the
turbine-propeller jet power plant, in a manner similar to that used
earlier (reference 3) for the Jet power plant, the behavior of the
power plant will be investigated at various values of Mach number
Ma,, flight speed, pressure ratio in the compressor pz/pl, and.
temperature ratio TS/T when operating with optimum division of
power output, that is, with the Jet velocity determined as in the
previous equation and with constant efficiencies of the component
units. The following values are assumed as the basis of the
comnutations:

Turbine efficiency calculated on polytropic curve . . n*t-pol = 0.75
Compressor efficiency calculated on polytropic

CUPVE o o ¢ o o « o v o & o o o s o = s o o i o o & N7-pol = 0.85
Efficiency of propeller and gearing . « « s + o « + & Np = 0.75
Efficiency of impact SCOOD . . « &5 v v &+ o v o o« o » Mgt = 0.90
Efficiency of combustion chamber ., . . . . . . . . . My = 0.95
Velocity coefficient of jet nozzle .« « . « .+ . « . . Py = 0.96
Outflow coefficient of turbine nozzles . « « « « « . . My = 0,94
Pregsure drop Py =Pz in. combustion chamber

disregarded . . . . . v v 4 v e e e e e e e e e Pz = Py
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Figure 1 shows® an end esult that is particularly important
for regulation, namely the temperature ratios 13/TO, and T5/T1
(Tl: temperature ahead of the compressor) at which the specific
fuel consumption by for a particular jet thrust attains its optimum
value bgp... Additional curves show the temperature ratios at which
the specific fuel consumption ig 2 and 5 perceat greater than the
minimum. In the region lying between two curves of the same family
[NACA comment: Apparently families of constant deviation] the dif-
Terence from the optimum value -of the specific fuel consumption remains
in each case less than the respective 2 or 5 percent value.

The shape of these curves is without doubt very strongly
influenced by the assumptions that are the basis of the computa-
tions; in particular, the changes in the component efficilencies,
which occur in actual practice in different operating regions, may
be expected to cause considerable differences from the shape computed
here. However, because with the exception of the propeller efficiency
the curves of the component efficiencies plotted against various flight
speeds will with appropriate design of the powser plant be approximately
the same in each case, the following conclusions for which general
validity may vrobably be claimed can be drawn from figure 1 independ-
ently of specific values:

1. The influence of flight speed on the combinations of values
of T3’T or TS/Tl and of Pz/Pl that are most favorable with
regard to fuel consumption is very limited, and therefore it may be
disregarded even when a high standard of accuracy of control is
required, provided that no considerable changes occur in the propeller
efficiency. (See following paragraphs.)

2. There is only a small variation of bS/bSﬁin over a rather

large region [NACA comment: For a rather large variation of tempera-
‘ture ratio at constant pressure ratio]; an exact adherence to the
most favorable values of TS/T or TS/Tl is thus unnecessary.

In flgure 2 the Jet nozzle flow area Fy (expressed in terms
of its ratio .to the turbine-nozzle flow area Ft) is shown as a

function of the thrust.coefficient ¢ = S/Ftpo (total thrust per
unit of turbine-nczzle flow area at an atmospheric pressure of 1),

SThe differences between the curves within each group are less
than the limits of accuracy of the computations at the present time.
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for two Mach numbers of flight speed. Most strikingly evident is
the marked increase of the jet-nozzle flow area with increasing
thrust coefficient as well ds ai Inctease of "Jet-nozzlé flow area

with decreasing flight speed, which follows from the proportion of

Jet velocity to flight speed. At full power output it would,
according to this reasoning, be necessary in order to realize the
most favorable division of output between jet and propeller, to
Increase the Jet-nozzle flow area with decreasing speed. Considera-
tions to be set forth later will show, however, that because of the
change in propeller efficiency, which was disregarded in the compu-
tations, such a regulation is, in general, unnecessary and useless.

By observing the moat important practical flying condition in
practice, that of horizontal flight, it may easily be seen that
the following relation applies for a particular aircraft with a

coefflicient of resistance Cyt

~ 2
o = Cy MaO

The influence of the thrust coefficient on decreasing Jet-
nozzle flow area with decreasing flight speed largely balances
the direct influence of flight speed, and therefore differences
in the jet-nozzle flow area that are calculated to meet the
requirsment of optimum division of power output at various
loadings are not so very large.

IT. INFLUENCE OF DIVISION OF POWER OUTPUT ON
BFEHAVIOR OF TURBINE-FPROPELLFR JET POWER PLANT

An investigation will now be made of the extent of the
decrease in power output and fuel consumption if the most favorable
division of Power- output is departed from. Figure 3 shows, for
Ma, = 0.3 and 0.7 1in addition to the bg = bgpin curve taken
from figure 2, the curve of those jet-nozzle flow areas for which,
wilth the same correlation between TS/To and pz/pl [NACA comment :
The correlation as for bgmin 1In optimum division of output] the

specific fuel consumption is increased 2 percent above the optimum
value and the thrust is decreased 2 percentb. It is evident that

®Becanse with decreasing thrust bgmin &l80 incredses, the

distance between-the curves bg = 1.02 bgyyy 1is somewhat greater
that the distance between the curves ¢ = 0.98 Omax*
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the area between two associated curves, in which the deterioration
of the specific fuel consumption and of the thrust remains less than
2 percent, is very large, particularly for Ma, = 0.3, Although the
numerical values must not be generalized, this general truth follows
rather certainly from these investigations: ‘

The change in the specific fuel consumption and in the total.
thrust due to a change in the jet-nozzle flow area over a rather
large range is so small that rather comsiderablec departures from the
theoretical optimum valus of the jet-nozzle flow area are permissible,

In accordance with the previous paragraph, during horizontal flight
an exact adaptation of the jet-nozzle flow area to the operating condi-
tions from moment to moment would offer no important advantage with
regard to fuel consumption as compared with a fixed jet-nozzle flow
arsa, therefore the question arisges of whether regulation of the Jet-
nozzle flow area can be dispensed with entirely. In order to answer
this question decisively, congideration of the actual course of varia-
tion of the propsller efficlency is necessary.

I1I. CONSIDERATION OF VARYING EFFICIENCY OF PROPELLER

The simplifying assumption upon which the fcoregoing reasoning has
been baged, namely that the propeller efficiency remains constant, -
departs rather marizedly from the actual situation over a large part
of the propeller-characteristics diagram. If the difference between
computation and reality is not to become too large, an effort must be
made to avoid ag far as possible those parts of the propeller-
characteristics diagram that exhibit marked decreases in efficilency,
In so doing a certain approximation of the results will be devermined
that would be cobitained if compubtations, which took into account the
varying efficiencies (see the esquation of Vg with ngp), were made

for a specific power plant in such a computation the requirement of
optimum fuel utilization and maximum total thrust would necessarily
lead to the avoldance of most of the region of poor propeller
efficiencies.

The following fact im decisive for the behavior of the propeller:
The 1lift coefficlent, which is operative on the blades of a particular
variable-pitch propeller at a particular speed, air density, and power
is many times greater at low flight speeds than at high speeds,
especially 1in propellers with very high advance ratios, such as the
propellers being considered mugt have because of the high flight
speeds involved. Hence, at low speeds and especially at take-off,
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the danger arises of a separation -of the flow and a consequent

" limitation of the propeller thrust; whereas at high flight speeds
the propeller efficlency drops markedly because of the small 1lift

coefficients in conjunction with high tip-speed Mach numbers. As
an example, figure 4 shows a propeller-characteristics dlagram
recorded by the DVL7 (reference 4)(Mach number less than 0.3).

In order to bring out in its most generally valid form the
relation between the cperating conditions of the turbine-propeller
Jjet power plant and the location of the operating point in the
propeller-characteristics diagram, the following representation
will be found appropriate., From

2

By aa -y L

28

it follows that the tip speed of the propeller is

IZS Hl-ad Wn
up = vpl [/———_-____ -
| va v
Also
= Ma, 4fe K RT,
where
By a4 adiabatic pressure head of compressor
N pressure coefficient of compressor
Wn pressure coefficient of compressor for a chosen reference
point, which may be design point
uy tip speed of compressor
g acceleration of gravity

TThe efficiency, the values of which are used in this figure, is

not precisely identical with np.
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vpl = ;E' ratio of tip speed of propeller to that of compressor
1

R, gas conebant for air

K1, exponent of adiabatic curve for air

By consoligation of the factors that are unvarying for a particular
power plant into constants Cq, Co, and Cz, the following equa-
tions for the characteristics of the propeller may be derived from
previous equations:

May, i
Advance ratio A = Cl —7 I\Qf~
HJ:EQ’H
RLTO
op V¥
Thrust factor k = Cp £ —_
H" ad W
PL 0
3
Power factor k, = Csz A (ﬁka
a&\z
R T
\LO/

in which the portion of the thrust coefficient of the power plant
attributable to the propeller is

and the characteristic value for the power transmitted to the
propeller 1is

AN o, Ma
=W e TN

oD, /8 K RT, Tp
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Thus if the quantity

e

o4

1
o) R

l-ad

or

is plotted against the quantity

Ma,

°,

A=
Hy.ad
RT,

a graph is obtained that differs from propeller-characteristics dlagrams
of the type shown in filgure 4 only in the scale of the coordinates and
the influence of the correction factor W/Wn-e But the ratio W/bn,
which is a function of the compressor-characteristics diagram, changes
only to a limited degree in the region of higher power-plant output
(relative to the respective full power at any moment). It decreases
with decreasing gas temperature and especially with decreasing speed
and. thereby causes a shift of the operating point along a parabola of
the third or of the second degree passing through the zero point of the
coordinate system.

Figure 5 shows this conformation for the idealized example
(Ma, = 0.3 and 0.7) already considered. The curves of constant pres-
sure ratioc are here stralght lines parallel to the ordinate axis. The
value of Ez rises primarily with increasing temperature ratio TS/To'
The variation of k; with Mach number Ma, is different in various

8ror a particular power plant, it will naturally be preferable to
make use of the direct relation betwesn H;_,9 and n (in order that
the correction factor \U/Wn disappears) and to use n/q/Tl a8 para-
meter instead of po/py. .
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parts of the operating range, At the values principally in current
use, thisg variation is gquite small for the cese discussed here
{namely, that of most advantagesous division of propulsive power
between propeller and jJet nozzle at constant efficiencies of the
component units). With a fixed Jjet-nozzle flow area there would

be, with customary fesign, a decrease of %k, of the order of magni-
tude of 10 to 30 perceat with a decrease in Mach number Ma, from

~ 0.7 to 0.3.

From figure 4 it is evident that with, for example, an advance
ratio A = 0.12 (corrssponding to a flignt speed of 100 km/hr, if
the flight speed for N = 1.0 amounts to about 800 km/hr) a limit
is already reached at a blade angle of incidence of 31.50 and a
consequent power factor of k, = 0.02 beyond which a further increase
of power applied to the propeller will produce no increase of the
propeller thrust.® If it is required that this limit not be exceeded
and if, for example, at sea level the ratio of propeller power input
at low flight speed to that at maximum speed is C.8 to 1, then
accordingly at maximum speed at sea level (for example, A = 0.8) a
power factor of not more than k; = 0.025 would be possible, whereas
the optimum propeller efficiency would lie at greater values of kj.
With decreasing atmospheric temperature, that is, increasing alti-
tude, at unaltered speed and combustion temperature Tz in horizon-
tal flight k; will increase and also flight speed and A iIn
accordance with the marked increase of o©.

Accordingly, at full power an increase of the value k; at
high flight speeds and a decrease at low flight speeds must be
found; this is possible in the first case by means of an increase
and in the second by means of a decrease of the jet-nozzle flow
area as compared with that computed for a constant propeller effi-
ciency. Therefore the considerable increase in the most advantageous
jet-nozzle flow area calculated for decreasing flight speed at high
thrust coefficients with a constant propeller efficiency is substan-
tially reduced and under certain circumstances even more than
balanced.

More exact results will be obtained if the equation for the
most advantageous Jjet velocity wg is used with the actual 4if-
ferential efficiency of the propeller Ngp* This efficiency would
be, for example in figure 4, at A = 0.8 "and k; = 0.025 about

15 percent larger (that is, gp = Tp = 0.15) and at A = 0.43 and

9Because Ngp = 0 at this point, the maximum propulsive effect
would lie at a still smaller propeller power.



T

NACA T No. 1172 13

ky = 0.022 sabout 10 percent’ smaller than the propeller efficiency
proper.  Whereas the-  Jet-nozzle flow. area-for most. advantageous .
division of power, as computed for constant efficiencies of the
component units would be about 1.7 times as large for A = 0.43 as
for A = 0.8 if the value of M5p is used instead of Tps the

difference in most advantageous Jet-nozzle flow areas will amount

to only about 20 percent, In this case an exact regulation of the
Jet-nozzle flow area would provide no noteworthy advantage over a

properly selected fixed jet-nozzle flow area.

Conversely, at still lower flight speeds with full power,
particularly in take-off, a reduction of the Jet-nozzle flow area
as compared with the value for high-speed flight would lead to an
increage of the thrust, which, under certain circumstances, could
be significant. It 1s planned to investigate these questions fur-
ther. DPossibly greater differences will appear with various power
plants, depending upon the respective designs.

By further consideration of the especially important case of
horizontal flight, using the already noted relatlon ¢ = cy Maoz,
it is possible to obtain from figure 5 an approximate survey of
the position of the operating point:in the propsller-characteristics
diagram under various opera:ing conditions. It may be seen that
with decreasing power, 7 generally decreases only to a limited
degree at first, because — excepting at very high altitudes — cy
changes only slightly in ths region of high power (relative to full
power) and therefore the influence of Ma, on } 1s to a large

extent balanced by the opposite influence of the thrust coefficient
O, which decreases roughly with Maoz. Not until the flight condi-
tions approach those of flight at the best gliding angle does there
result, corresponding tn tke marked increase of cy occurring then,

a rather marked reduction of A. The values of the actual advance
ratio and of the actual power factor k3 are less than the values

N and k; Dby the factors NV, or (w/wn)s/z,n respectively.

It is evident from these considerations that a correlation of
TS/To or T3/T1 with pz/pl as illustrated in figure 1 (curve
bg = bgpin, 1n fig. 5) if computed on the assumption of constant

propeller efficiency would be rather disadvantageous because with
decreasing power the value of Ez drops relatively rapidly here
and a region of poor propeller efficiency would thus be entered.
The most advantageous valuss of Tz/T; as a function of pp/p;

lie substantially higher when the actual propeller efficlency is
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taken into consideration. This is also shown by the relatively
steep course of the curves ¢ = constant . in figure 5, which is

very much steeper tlian the siope of the curves of constant propeller
efficiency in the propeller-characteris stics diagram. Hence, in this
region where the values -of kz are smallbr than correspond to maxi-
mum nronellsr efficlency, at a given’ thrust coefficient the propeller
eff1c1ency increcges with increasing . k that is, with increasing
T5/To. Therefore, starting Irom full-power operation it will gen-
erally be desirable at high atriospueric temperatures, that is at

low values of TS/To: to bring about a decrease of power at first
primarily through a reduction of the wnressure ratio pg/pl, that is,
of the speed with only a small decrease in the gas temperature.~',
Whether this decrease also aprlies to low atmospheric temperatures
depends unon the special characteristice of the power plant in
question. ;

The relations are different in cllnbLng flight. In this case,
the most rapid possible reduction of kl’ that is starting from
full-power cperation the most rapid pcssible reduction of the gas
temperaturs, is desirable for propeller sfficiency. At lower power
(relative to full wower). transition could then be made back to the
correlation of T3/Tl with Pz/Pl selected for horizontal flight.
The question of whether the gain thus obtainable Justifies the
reguired expense must be. eanswered primarily in terms of individual
cases.

An adjustment of the jet nozzle may also become necessary fronm
the viewpoint of the lecading on the propeller gear system. For the
reduction of the gwace and weight requirewsnts it is appropriate to
design the gearing for a somewhat higher altitude than sea level.

In order to avoid an overloading of the gearing at high mower outputb
at low altitudes, the jet-hozzle flow ares must be so reduced after
the permissible load on the gearing is reached that this loading is
not exceeded; in the rest of the operating range the Jet-nozzle flow
area can remain fixed. In general, in the region where adjustment
ig necessary the Jet-nozzle flow area will become smaller as the’
power relative to full power is greater, as the atmospheric pres-
sure and the flight snped are higher, and =2s the atmospheric
temperaturs is lower.

lO"uoh a rcgulétlon is also advantagecus with respect to the
influence of Mach number on propeller bfl iciency (which is not '
expressed in fig. 4).



NACA ™ No., 1172 15

IV. POSSIBLE MEANS OF EFFECTING CONTROL OF
TURBINE -PROPELLER JET POWER PLANT

In the control of the turbins -propeller jet power plant, arrange-
ments for the measurement and the limitation of the fuel quantity
that can operate on principles previously treated {reference 2)L1
will be necessary. The arrvangsments for the limitation of the fuel
quantity are based upon the fact that, at a constant combustion-chamber
efficiency, the quotient B/p3 or the weight o fuel consumed per hour
divided by the pressure ahead of the turbine, at which the maximum
permissible gas temperature ahead of the turbine or the pump limit is
reached, is a function of the temperature ahead of (or behind) the
compressor and of the speed. A4s long as the velocity in the nozzles
of the turbine remains below the critical velocity, a certain varia-
tion with the pressure ratio in the turbine nozzle also exists and
hence with the pressure ratio p3/p4 in the turbine; this variation,
however, insofar as it is not accounted for indirectly in the speed,
may in most cases be disregarded., Marked alterations in the Jet-
nozzle flow area, however, might raise the question of arranging a
response to this factor; this can be done in a simple manner, for
example, by a small correction to pz dependent upon the back pres-
sure Dy (See subsequent paragraphs.) Changes in the combustion-

chamber efficiency with changes in pz may also be accounted for by
small corrections to 1%L

The second function of the control system is the setting of the
ad justable propeller, which may occur in the usual manner througzh
selection of the speed. As previously shown, in the region of rather
low power (relative to full power) the pressure ratio pp/p; and
therefore the value of n/w/fz' that corresponds to the best fuel
congumption can be exnressed with sufficient accuracy as a function
of TS/Tl' For the indirect determination of the temperature ratio
TS/Tl’ uge of the quotient of the weight of fuel consumed per hour
divided by a pressure is approvriate. From the flow equation for
the turbine nozzle it follows that

llThe samnle designs sketched therein to illustrate the various
basic principles separately from each other will naturally undergo

superficial alterations in being congolidated into a single regulator
unit., : :

l21n many cases the following alternative would be posgible:
with decreased jet-nozzle flow area, a small overflow valve in the
line to the injection nozzles could open and divert some of the fuel.
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where the second factor is only slightly variable. (GL = weight of
air per unit time; ¥ = outflow factor, which at lower than critical
Dressure ratio in the turbine nczzle is a function of this ratio;
(reference 1, p. 5). The fuel-air wmixture ratio m with constant
combustion-chamber efficiency depends only on the temperature behind
the compressor T, and the temperature ahead of the turbine Tz.
Similarly to the fuel quantity limitation, therefore in a particular
power plant with a prescribed correlation of Tz/T; with pz/pl or
n/mﬁf;, the quantity B,"p3 ig very nearly a function of the speed
n and of the temperature ahead of the compressor T, or conversely,
n 'is a function of B/p3 and Ty. The course of this function is
to be deterwined for each power plant in accordance with the require-
ment of best possible fuel utilization by use of the specific data
for the component units.

In practice, however, cases can arise in which B/p:5 plotted
against n exhibits a minimum or changes only so very slowly with
changes in n that a sufficiently exact correlation of n with
B/p3 ig either impossible or very difficult. In many cases
(see fig. 6) the quantity B/p5 ig therefore of no further value
for regulation because if the poweyr were to be changed by the
selection of a different value of B/95 the fuel quantity would
only slowly reach its final value, corresponding to the change pz
with the speed; thus the desired power changes (acceleration and
deceleration) would occur too slowly.

These disadvantages are avoided if for regulation, instead of
B/PB’ the quantity

=]
[aV]

B .
P

& e
<
}._J
5 | &%

is used for regulation. This gquantity differs from B/PS prin-
cipally in the factor pz/pl. As is evident from a previous
pregentation of the compressor-characteristics diagram (refer-
ence 1), for a particular power plant pg/pl is a function of
n/ﬁ/Tl and TS/Tl and alsc of the pressure ratio in the turbine
nozzles as long as the critical pressure ratio is not reached.
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Because the regulator should correlate Tsz/Ty and nj/T] and the

- Influence of. the .pressure ratio in the turbine nozzle can also be

reflected in rough approximation by consideration of its variation

with nﬁ/fi} Po/py closely approximates a function of n/yfTy .

The same conditions apply to the factor Ps/Pz- In the case of
regulation according to the criterion of optimum fuel consumption,
he quantity B/pl can therefore also be represented as a function
of n and Tj;. By means of small corrections to p; or psz, it

is posgible to make the approximation still better, as in the case
of Llimitation of fuel gquantity previously discussed.

In the region of higher power (relative to full power) the
function B/ny = £(Ty,n) (or the corresponding function of B/p3)
is to be so chosen that while keeping within the permissible limits
for smeed and gas temperature the most advantageous fuel utilization
pogsible is achieved and at full power both the maximum permissible
gaa temperature ahead of the turbine and the maximum speed are
reached. TIn general, a course of regulator action independent of
the flight speed will suffice here; the course is to be determined
from the specific data of the power plant in question.

As was previously shown, in the region of heavy loading results
gonewhat better could be secured if, starting from full-power opera-
tion, with decreasing power at high flight speeds primarily the speed
is reduced but at low flight speeds primarily the gas temperature.
This function could be accounted for in a siwmple manner by allowing
the blade setting of the propeller to affect the selected speed in
such a manmner that in the region of low blade angles of incidence
the selected speed is increased with decreasing angle of incidence,
but not to exceed the maximum speed (fig. 6).

If it is necessary to have an automatic adjustment of the jebt--
nozzle flow area rather than using, for example, manual adjustment
during take~off, the previously discussed reduction of the Jet-
nozzle flow area for high power at low flight speeds, especially
for take-off, may be effected by a control that is a function of
the pressure ratiold pz/(py - p,) or of (pz - py)/(P1 - D).

In this control a high degree of precision is unnecessary.

lslnstead of Py - Dy the total pressure pqrresponding'to

the flight speed may, of course, be used.
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If the propeller power must be limited for the protection of the
gearing, this regulation wmay so occur as a function of the fuel quan-
tity that when a certain fuel quantity, corresponding in effect to
the maximum permissible gear loading, is reached with further in-
crease in the fuel guantity, the Jjet-nozzle flow area is reduced.

An exact investigation of this regulation was not actually under-
taken but it seems prohable nevertheless that it would offer no
fundamental difficulty.

If the raising of the back pressure of the turbine noticeably
affects the flow of air through the power plant and the consequent
approach to the pumping limit of the comnressor has a disadvantagoous
effect, it may be appropriate to install a blowoff valve on the
combustion chamber so linked to the Jjet nozzle that, with a reduc-
tion of the Jjet-nozzle flow area,air or combustion gas, as the case
may be, is vented.

V. MODELS FOR CONTROL OF TURBINE-PROPELLER
JET POWER PLANTS

Figure 6 schematically shows an example of the design of
controls for turbine-propeller jet power plants. The arrangements
for the setting and the limitation of the fuel gquantity and for
the regulation of the propeller-blade setting, which may be in the
game form as for the jet enginel4 @n which the Jet-nozzle flow area
is regulated instead of the proveller-blade setting) are shown in
this figure by solid lines; the remaining arrvangements by dashed
lines. In practice, the arrangements shown by dashed lines (control
of the jet-nozzle flow ares and modificeabtion cf the spesd in cor-
relation with the propeller blade setting) may vpresumably be partly
or wholly eliminated in many cases.

The arrangement here is such that in the entire operating
range, at altitude as well as at sea level, substantially the whole
travelld of the pilot's control lever is utilized. With the

14yi4h the exception of the arrangements for braking the pro-
peller and for effecting the feathered position of the propeller
that do not exist in the jet engine and are not treated here.

15ysed at the suggestion of the Controls Development Subcom-
mittee of the Doneu Works of the Kienzle Apparatus Co. in place of
the originally designed correlation of fuel quantity with pilot's
control-lever travel.
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exception of 1dling operation and of the perhaps almost unneceassary
_modification of the speed in accordance with the propeller-blade
setting, each position of the p¢Jou g control lever -a ig, in this
system, correlated with a certain speed that is selected by way of
the cam b and the lever c¢ through shifting of the rod d and
regulated by the propeller regulator e - in the usual manner by
changing the setting of the propeller blades.

The cam surface f 1s also linked to the pilot's control lever
a; 1t rotates in accordance with the position of the lever and is
shifted axially in accordance with the temperature ahead of the com-
pressor Tp. The turning of the lever g, which rests on the cam
surface f, corresponds to the value of B/pl, which ~ as pre-
viously shown is required ~ ie function of n and Ty because of
the correlation between speed and the position of pilot's control
lever, The lever g presses upon the roller h, which 1s shifted
vertically by the pressure capsulele i as a function of p; in
such a manner that ite vertical distance trom the fulcrum of the
lever g is approximatelyl7 propertional to the pressure p;. The
horizontal shifting of the roller h, which is transmitted by way
of the plate k +to the rod 1, 1is therefore proportional to the
fuel quantity B.

Ag described in an earlier reportls, the setting of the fuel
quantity rate is accomplished, in effect, by alteration of the flow
area of the control valve m built into the fuel supply line. By
meang of the diaphragm n upon which the pressure difference across
the control valve m operates,the overflow valve o, which allows
the excess fuel pumped to drain off, is so actuated that the pres-
sure difference across the control valve m remaing congtant with
the result that the fuel quantity supplied to the inJjection nozzles
is proportional to the effective flow area of the control valve.

16rpe gervo-amplifiers that might be necesgsary at certain points
are omitted for the sake of simplicity because they are unnecessary
to a basic understanding of the manner of operation.

175ma1l errors are introduced, for example, by the variable
back pressure of the turbine and by the variation of combustion-
chamber efficiency with Py -

18The arrangement shown in figure 6 for the setting and limita-
tion of the fuel quantity corresponds substantially to that in figure 8,
of reference 2.




20 . NACA T™ No. 1172

If an injection pump on the order of the Bosch pump is to be
used, the rod 1 -should be linked to the pump's regulator lever. .
The fact that in this case the fuel quantity per revolution, and
not as previously the fuel quantity per unit time, is selected can
be essgentially accounted for by merely altering the form of the
regulating surfaces f and p retaining the same construction
of the regulating system.

The cam gurface 7P, which is rotated in accordance with the
speed19 existing at the moment and shifted axially in accordance
with the tewperature ahead of the turbine, serves in the limitation
of the fuel guantity when the maximum permissible gas teumperature
ahead of the turbine is reached and when the puwping limit of the
compressor is approached. In the arrangewent shown in figure 6,
the rotation of the lever q corresponds to the maximum psrmissible
value of B/p3 at each mowment. The roller r, which rests against
the lever ¢, 1is linked to the pressure capsule &, which responds
to the pressure ©pz. The vertical distance of the roller r from
the fulcrum of the lever q is approximately proportional to the
pressure pz; 1tg horizontal position corresponds to the maximum
permissible value of B. If the pilot's control lever is so actuated
a8 to select a greater Tuel quantity, the plate t mounted on the
rod 1 is brought up against the roller r; this action limits
the travel of the rod 1 and therefore the fuel quantity to the
maximm permissible value,

If it should become necessary to allow for the influence of
the back pressure behind the turbine v4 upon the gquantity of gas
doing work, instead of the silmple pressure capsule 8, a pressure
cansule and a capsule responding to the pressure difference pz - Dy
arranged in tandem may be used .20

The fuel quantity set by the cam surface f 1is to be so
adjusted that at partial load it always lies below the maximum

19The actual speed, which is to be used here, may temporarily
differ considerably from the selected propeller speed in sudden
changes of power.

20pg a further improvement, the fact that the influence of the
back pressure decreases atb higher values of the pressure ratio ps/p4
may also be accounted for by means of a correction capsule responding
to the pressure P4 which, coming into contact with the capsule
responding to the pressure difference pz = Py at a specified value
of the pressure ratio p3/p4, operates at higher values of this
ratio to oppose the action of the second capsule.
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permissible quantity. Hence the limitation of the fuel quantity

by the cam surface p will take effect only at full load and during
acceleration. . In this connection, it appears appropriate to use the
cam surface p for the exact determination of the fuel quantity at
full load. -The exact determination of ‘the maximum fuel quantity
during acceleration is important because it assures the greatest -
acceleration that is possible without endangering the power plant.Zl

Because for the maximum fuel quantity the quotient B/pl may
also be represented as a function of n and T;, the pressure
capsule s may be eliminated and the cam surface p, which then,
of course, would have a substantially different shape, may be allowed
to actuate the lever g (fig. 6(a)). The advantage of this arrange-
ment lies in its simplicity; the advantage of the previously described
arrangement (fig. 6) lies in the relatively small influence of n
and T, therefore a rather low accuracy suffices in the response
to these values and the cam surface » assumes a simpler shape.
Furthermore, changes in the compressor-characteristics diagram have
a less marked effect. Conversely, with variations of the turbine-
nozzle flow area and with regaird to the influence of the turbine
back pressure, thelarrangement in figure 6 would in principle be
more advantageous, the more so if an injection pump on the order
of the Bosch pumps is used because of the smaller influence of the
gneed.,

The assumption may be made that with the arrangements described
and without additional apparatus, a minimum limit for the fuel
guantity can be effectuated. However, exact evidence on this point
is unavailable.

If with regard to the pumping limit of the compressor at full

power a limitation of the speed at a certain value of nﬁ/fz is
more advantageous than a limitation of the fuel quantity, this
limitation may be accomplished by means of a stop lug u that is
shifted in accordance with T; and, at low values of Ty, 1limits
the specd to values below the maximum speed.

The scheme of regulation so far described may also be used in
unaltered form for the control of Jet engines, the only exception
being that the selected speed is established by alteration of the
Jet-nozzle flow area instead of by .alteration of the propeller nitch.
For the turbine-propeller jet power plant the devices to be sub-
sequently described may be added.

2l1y ig possible that during acceleration, that is, at speeds
below the maximum speed, a somewhat higher gas temperature may be
permissible than in steady operation.
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If in reducing pover from full power it is desired to have at
high flight speeds a sharper reduction of the speed than at low
flight speeds, the left end of the lever ¢ 1is no longer fixed to
the frame but is shifted vertically by the cam disk v in accordance
with a function of the propeller-blade setting. The posgition
reached by the rod 4 corrssponds as previously to the speed to
be established. The shapes of the cam disks v and Db can be so
correlated that in horizontal fl:ght the degired dependencs of the
speed on the position of the pilot's control lever is secured. In
climbing flight, the maximuw speed is already reacked at less than
full power. By means of the stop lug w, against which, in this
arrangement, the rod 4 comes to rest, the speed is held constant
as the power output constently increases.

If an automatic control of the jet-nozzle flow arsa as a function
of (pg-po)/(plwpo) is desired, this pressure ratio may be accounted
for by the usval systems. In view of the low accuracy that will
suffice here, however, a siupler arrangement will be obtained if,
for example, a piston o upon which the pressure difference pz-p,
operates is installed in opposition to a diaphragm P, having a
variable effective area, upon which the pressure’ difference Dj-D,
operates. In order to obtain the variation of the effective area
of the diaphragm, there are mounted movably on the rod 7, which
carries the piston o and the diaphragm B, a series of concentric
gleeves &, ¢. In the region of higher values of the pressure ratio
(p=- :O)/(Dl P,), these sleeves transmit to the rod 7 the force

exerted upon them by the diaphragm B, whereas with decreasing
pressure ratio the sleeves coms to rest, each in turn, against the
housing £. As the effective area of the diaphragm to which the
force exerted upon the rod 7Y corresponds, there then remalns
only the arsa within the sleeve that 1s in coutact. The rod ¥

ig thus shifted in steps as the pressure ratio changes and always
at the same pressure ratios, independently of the absolute pres-
sures. The adjustment of the jet nozzle takes place as a function
of the rotation of the lever =n. If the two end positions will
serve all purposes, the alteration of the e¢ffective area of the
diaphragm is, of course, unnecessary.

If adjustment of the jet nozzle to prevent the overstcpping
of a certain gear loading is necessary, this control of the jet
nozzle can be effected, for example, as a function orf thc movement
of the rod 1 by means of the lever € and the cam disk ¢ ,
which when a certain fuel quantity is exceeded rotates the lever
n to the left.
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VI. APPENDIX. DERIVATION OF EQUA’L‘ION FOR MOST ADVANTAGEOUS
DIVISIOU OF POWER OUTPUT BETWWN TURBINE AND JET NOZZLE
(SYMBOLS AS GIVEN ON PR. 4 AND 5.)

If computations are hased, in the customary manner, upon the
adiabatic work of expansion relatively complicated equations, which
are not easy to comprehent., are obtained because of the necessity of
accounving for the recoverable hcat of friction. For the purposes
of thisg roport, it is therefore approvriate to Lase the computations
uron the polytropic curve, “he exponent of which corresponds to a
moan efficiency of the turbine.

The relation between the polytropic and the adiabatic curves
for a point on the exwoansion curve is, of course, obtained from the
equation

2yt fot

= ¥ —_
27eY t-pol Kg

where ng is the exponent of the polytropic and Kg of the adiabatic
curve., The polytropic work of expansion L., per kilogram of combus-

tion gas at the pressure ratio P /pII may be computed from the cor-
regponding adiabatic work of exparblon Lsyga by means of the equation

-1
<plf> t nol KG
L =1,
pol ad . -
-pol G 1
PN B
1 - II\G
v/

using a msan value for Ky B mean vilue of the turbine efficiency
n%t ol will be used for determining all polytropic curves to be

uged in connection with the following wrelations.
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Ir Ltotal—pol denotes the total polytronic work of expansion
between Pz and D, L¥y o1 the polytropic work of expansion in
the turbine (computed on the total pressures ahead of and behind
the turbine), and Ld-pol the polytropic work of expansion in the

jet nozzle (computed on the total pressure behind the turbine
and po), the following equation applies exactly for constant

n*t-pol and within the limits in question here it applies for

variable n*t-pol in close approximation:

L L + L

= I*
total-pol - T t-pol d~pol

In this equation, the codling-air requirements of the turbine have
been disregarded; the power cost of the cooling can be allowed for

in the turbine efficiency value.

The Jjet velocity Vg is found from

Vs = @3 4/28 La_po1 = %a '\/28(L’°0’0al-1301 a L*t-pol)

(g, acceleration of gravity) in connection with which the difference
between the velocity coefficients @5 as computed on polytropic

and on adiabatic expansion is to be disregarded. The Jet thrust

Sy vper kilogram of combustion gas per gecond that is imparted to

the power plant by the flowing gas is then -as follows whers m
denotes the fuel-air-mixture ratio:

s U5 Yo _ %R Lo L ) Yo
s~ g (l+m)g ~ g ﬂ/ 8lbt0tal-pol t-pol (T+m)g

The work Lp-y transmitted to the vropeller shaft per kilo-

. . v
gram of combustion gas is as follows where Lj 1s the compressor
work per kilogram of combustion gas: '

1 1]
Loy = Ly~Ly = DX pol "gepol ~ I

From the corresponding propulsive work ILy.y of the propeller is
computed the propeller thrust Sp per kilogram of combustion gas
per second as follows:
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c-v "
S =

- By YB

From Sg and. Sn ig obtained tbé'totél thrust

S=SS+SP

With a change in the division of power outnut, the operating
conditions remeining the same otherwise (that is, pz/pl, Tos DPos
Woy Tz, n, and A being constant),22 the total thrust S and
also the specific fuel consumption reaches its beat value when

as 18 48y
d L*t-pol A L¥ o1 & L¥pinon
that is,
0y d L.
- — Zg 1 + ..:1'.. ....-—.—E..lr-___ = 0
28 A/ Trotal-pol = T¥t-pol Wo & L¥¢.pon
P

By insertion of the equation for wyg and from the following eguation

p-v PV gkt

d L a4l ., dL d Ly, 4Ty
dL¥y o G Ly @ L¥g ooy @ Lo, & L¥

is obtaired

P2 iL,d Lp—v d Ly

- —

=0

and from this equation the Jet velocity corresponding to the most
advantageous division of power

- 221¢ the critical velocity is not reached in the turbine nozzles,
the constant pressure ratio in the compresgsor will actually correspond
to small deviations of the speed (and hence also of the advance
ratio A), which, however, will be disregarded in the following
treatment because they are not of any great importance for the final
result,
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Wa2
W L= - . W
Sopt § mev —_g Ly o]

a Lp-w d L*t—pol
Therefore

dLp.y dNpy 4 (wo Sy) _Wo dkg  dirg

d Lpey & Npay & Npy up dky  aky
d (1, Ly.y) d
R S S A Np + Loy B
A Loy d Lyoy
l a
+ : ’]D Ny + : np + np
= T] N —— —— o ) e ) [ —
Pa(Inly,) Toa(InlN) 4 (lnlk)

nﬁp

by introduction of the "differential cfficiency” ng, as a new
characterigtic value. :

By analogy
* 3 *
d Ly Al® oy Ty por) ) i ¢ T pol
= T = Mgepol ¥ ¥ tepol 7w
d L*g po1 « L“*b--]pol " ) d L% —po1
4 n¥*
= F o+ e
t-pol * g (in L%tupol) dt-pol

with LI as a new characteristic value.
"8t -pol

With these new characteristic values

qﬁz

WSth = Yo

T Msp Matepol
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For very low flight speeds, especially for a speed of zero, another
form.of this relation is more advantageous. From

My, %5 _¥odlk

_—

d Ny d Npy Upd iy
it follows that

tpga %52

w = = n

Sopt ds d kg P

Tstepol To T &t-pol
q Ny D d Ky D

SUMMARY

Mathematical investigations of the behavior of turbine-propellier
Jet power plants under various operating conditions, computed on the
assumption of constant efficiencies of the component units, have shown
that the most advantageous correlation between the ratio of temperature
ahead of the turbine to atmospheric temperature and the pressure ratio
in the compressor is almost independent of the flight speed if the
propeller efficlency is constant, and that a precise maintenance of
the most advantageous correlation is unnecessary. Rather considerable
variations may also be permitted from the Jet-nozzle flow areas
computed for the most advantageous division of the drop between
turbine and Jet nozzle, without incurring any important loss in
power or in specific fuel consumption. Contrary to these gener-
alized results, however, the numerical values computed cannot be
applied without modification to an actual power plant because the
agsumption of constant efficiencies of the component units is in
reality inaccurate.

It is possible by means of a simple representation to observe
the course of the operating points in the propeller-characteristics
diagram.

A relation is derived for the most advantageous Jet velocity
with variable efficiencies of the component units, which shows that
this most advantageous Jet velocity and the corresponding Jet-nozzle
flow area differ not inconsiderably when account is taken of the
variable propeller efficiency from the values computed for constant
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efficiencies. As a result of this, the differences in the most
advantageous Jjet- nozzle -flow areas -under various operating condi-
tions become substantially swaller than for constant efficlencies;
therefore the prospect is that alteration of the jet-nozzle flow
area may be eliminated over a large range. of operating conditions.
In general, it is only for full vower ai very ‘low flight spescds,
particularly in takc-off, that a reduction of the Jet-rozzle Tlow
area would provide a substantial increase of the total thrust.

A simple possibility for designing the control consists in
regulating the quotient of fuel quantity and pressure ahead of
the compressor as a function of the speed and the temperature
ahead of the compressor, or vice versa. In this conmection the
speed is established by. alteration of the blade positicn of the
variable-pitch propeller in the customary manner. To this arrange-
ment are added the arrangements described in a previous report for
the limitation of the fuel quantity. It may be necessary to provide
a variation of the Jet-nozzle flow area for high power at very low
flight specds and for the avoidance of an overstepping of the per-
migsible gear loading.

A sample design sets forth an appropriate system for the
control of the turbine-propelier Jjet powsr plant. With the excep-
tion of certain auxiliary devices regquired under certain circum-
stances for tlhe turbine-propeller jet power plant, this system is
one that can be used in unaltered form for the control of Jet
engines, in which case the speed is established by alteration of
the jet-nozzle flow area instead of by alteration of the position
of the propeller blades.

In ;u”ther lPVbSth&t“OHS the ev1dence now available will
be supplemented and thereby a number of guestions that could so
far be treated only in broad outline will be further clarified.

Translation by Edward S. Shafer,
National Advisory Committee
for Aeronautics.
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Figure |. - Temperature ratios T3/T, and T3/T, as functions

of pressure ratio Po/pP for various values of bS/bSmin and
various Mach numbers Ma, computed for turbine-propelier

jet power pltant with optimum division of power output and
assuming constant efficiencies of component units

(N _po1 = 0-85; n't-pol = 0.75; n, = 0.75; ngy = 0.90;

Np = 0.95; puy = 0.94; @4 = 0.96; pz = py). For the in-

ftuence of variable efficiency of propeller see section
IoI.
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Figure 2. - Ratio of jet-nozzle flow area F; to turbine-

nozzie flow area Fy as function of thrust coefficient

0 = S/Fy p, for Mach numbers Ma, <= 0.3 and 0.7 and for
various pressure ratios po/p; and temperature ratios
T3z/T, computed for turbine-propeller jet power plant with

optimum division of power output and assuming constant
efficiencies of component units (7 -pol = 0.85;

N t-pol 0.75; n, = 0.75; ngy = 0.90; n, = 0.95;
p.t = 0.94; ¢d = 0.96; p3 = p2).
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Figure 3. - Ratio of jet-nozzle flow area Fq to turbine-

nozzle flow area F, as function of thrust coefficient o
for two Mach numbers Ma, at that division of power output
at which bg and o each differ by 2 percent from optimum
values bsmin and Omax for optimum division of power;

computed for turbine-propeliler jet power plant with con-
stant efficiencies of component units (values as for
fig. 1) for correlation of Tz/T, with P2/p; corresponding

to bg/bgmin = ! as in figure 1I.
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(Bg, blade angle of incidencel.
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Figure 3. - Ratio of jet-nozzie flow area F4y to turbine-
nozzle flow area F; as function of thrust coefficient ©
for two Mach numbers Ma, at that division of power output
at which bg and @ each differ by 2 percent from optimum
values bgn,i, and Onax for optimum division of power;

computed for turbine-propeller jet power plant with con-
stant efficiencies of component units (values as for
fig. 1) for correlation of T3z/T; with p,/p; corresponding

to bslbémin'= 1 as in figure.l.
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Figure 5. - Characteristic value ;l as function of A\ (see
section ITI) for Mach aumbers Ma, = 0.3 and 0.7, various
pressure ratios p2/p;, and temperature ratios T3/ T, com-

puted for a turbine-propeller jet power plant with opti-
mum division of power output and assuming constant
efficiencies of component units. ‘nl-pol = 0.85;

N t_pot = 0.75; N, = 0.75; ng ¢ = 0.90; N, = 0.95;
F.t = 0-94; ¢d = 0.96; ps = p2).
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Devices required in general for turbine-
propellier jet (and for jet) power plant

Auxiliary devices for turbine-propeller
Jjet power plant that in many cases will
be unnecessary (investigations not yet
completed).

Auxiliary devices that may in some
cases be necessary for turbine-propeller
jet and jet power plants.

6. - Diagram of model for controls of turbine-

ler jet power plant.



NACA TM No. 1172 Fig. 6a

Figure 6lal). - Another possible arrangement for limitation
of fuel quantity.







